
Easy, fast and complete ABP monitoring
Agilis is a compact, lightweight and quiet blood pressure monitor.
The oscillometric technique it employs provides for ease of use and
patient comfort.
The ABP analysis software, Agilis CD, allows for easy programming of
the recorder, fast and complete data analysis, and editing and printing
of a customized report.

� OSCILLOMETRIC TECHNOLOGY

Agilis employs the oscillometric technique of blood pressure measurement making the patient 
hook-up very quick to perform and the recorder very easy to use. 

� COMPACT AND QUIET

Agilis dimensions and weight, and the quiet cuff’s inflate and deflate modes, provide for better
patient comfort.

� CUFF SIZE RECOGNITION

Agilis automatically adjusts to the size of the cuff used, reducing the device configuration 
at the time of hook-up.

� RECORDING DURATION

Agilis requires only 2 “AA” batteries and can record up to 52 hours of data.

� PROGRAMMING THE RECORDER BEFORE RECORDING

Prior to the recording, a BP measurement plan tailored to an individual patient can be created 
with Agilis CD and then uploaded to the recorder. This allows you to enter the patient name, 
the parameters for the awake and asleep time periods and the cuff’s deflate mode, modify 
the thresholds or define a special time period.
Otherwise, you can use the default protocol in the recorder.

Ambulatory Blood
Pressure Monitor
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Agilis CD BP vs. time graph Agilis CD interpretation statistics

� COMPLETE AND FAST ANALYSIS

The Agilis CD ABP analysis report includes the full disclosure of blood pressure and heart rate
readings. These readings are represented as different types of graphs and trends complete 
with statistics: mean arterial pressure and blood pressure load for the awake and asleep time
periods.
After editing the analysis, you can print all or part of the data to get a clinical report according
to your needs.
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ELA Medical - C.A. La Boursidière - 92357 Le Plessis-Robinson Cedex - France
Tel. : +33 (0)1 46 01 33 33 - Fax : +33 (0)1 46 01 34 66
www.elamedical.com

� TECHNICAL SPECIFICATIONS

• Technique:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Oscillometry with step deflation

• Accuracy:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ± 3 mmHg

• Liquid crystal display 

• Recording duration:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Up to 52 hours
• Sample quantity:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Over 250 samples of systolic, diastolic, 

MAP and heart rate

• Sampling periods:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 time periods (awake, asleep, special)

• Power source:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . two 1.5 V “AA” Alkaline
or rechargeable batteries

• Dimensions: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Approximately 12 cm x 7 cm x 3 cm 

(4.72 in. x 2.75 in. x 1.18 in.)

• Weight:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 265 g (9.35 oz) (including batteries)

• PC Interface:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . RS232

• Different cuff sizes are available.

Agilis CD is compatible with Windows* versions 3.1++, Windows* 95, 98, 2000 Pro and XP.
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